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KL223 SERIES COMPACT DIRECT ACTING SOLENOID VALVE
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I Application

Direct acting brass valve block valve is fit for the neutral gas and
liquid,e.qg. compressed air, water, hydraulic oil and so forth with vacuum
technology. It may easily change the coil with no need to remove the
valve body. The coil may be fixed in the position of 4x90° . It may freely
move between the two required points.
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I Graphic Symbol

KL2231001~03 T
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I Ordering Code

KL22310 01 06 L E ACT110V
| | | | | |

Specification Code  : OrificeSize : PortSize : Z:EX-proof . Sealing Material : Standard Voltage

KL223 SeriesCom-  :  01:15mm : 06: G1/8” : Blank: Normal : Blank: NBR . DC12V

pact Direct Acting | 02: 2mm . 08: G1/4” . Coil IP65 . E: EPDM . DC24V

Solenoid Valve - 03:3mm . V:VITON . AC24V 50Hz/60Hz AC220V 50Hz/60Hz
- 04:4mm . Sl S| . AC110V 50Hz/60Hz AC380V 50Hz/60Hz

- I Technical Specification
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-1 Overall Dimension

Model ] E

NBR _5~80°C; EPDM ‘5"""120GC;
VITON. -10~150C; SI. -15~150C

Medium Temperature

Operating Temperature Highest +55C o
Body Material Brass
Power Consumption e By

: AC: 24VA (Attraction) 17VA(Maintain)
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I Specification

' : - Meduim Coil
Orifice| Pipe |Pressure | Operating _ Kv
Model Size | Thread | Difference | Temp. Temper- | y;51ye "

: ture AC | DC .
mm G MPa C o . |
(mm) | (G) | (MPa) | (T) c) | mh) | on o I "iiiil
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5~80C l ‘ll!!!l
~ -5~120C 16 | 13 10 _|
-10~150C
KL2231004 Sl:-15~150°C | 0.54
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