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I Overall Dimension

|

Special Design S 2

L15++

L16++
1. Position switches, models No.: SMEQ/SMTO-4U... + indicate add stroke
2. Installation accessories, models No: SMBR-... ++ indicate add two times stroke

3. Hook wrenches positioning hole
4. DSNU-... -PPV-A type cylinder terminal buffer adjusting screw

I Dimension Sheet

15 12 0.3 M5 3

12 = M12x1.25 20.4 16.5 LW, 13.9
12 - M12x1.25 16 12 11.3 M5 8 22 18.2 25.9 13.8
16 5.9 M16x1.5 20 16 13.3 M5 12 22 20 23.6 11
16 5.0 M16x1.5 20 16 17.3 M5 12 22.5 22.5 33.2 11
20 / M22x1.5 27 22 21.3 G1/8 16 26.5 22.5 35.3 13
22 9 M22x1.5 27 22 26.5 G1/8 16 31.5 25 40.2 16
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89 28 38 17 15 94 /2 22 /35

95 28 44 17 15 100 /3 22 82
M3 12 112 32 20 18 116 92 24 95

M10x1.25 12 119.5 36 22 20 125.5 975 23
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DSNU SERIES 1SO6432 STANDARD CYLINDER

DSNU20x100 DSNU25x100

- I Feature

Non contact sensor.

1ISO6432 standard, Cylinder bore: ¢ 8 ~ ¢ 25mm.

/ :
I Ordering Code

DSNU P A
| | |

Series Code Terminal Buffer Type Position Test
DSNU Series P: Rubber buffer :
: : : PPV: Rubber and air buffer

e

-1 Structure Drawing
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